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INSTALLATION INSTRUCTIONS

YOUR BATHROOM. YOUR STYLE. 



Fields of application

Tiling instructions:

The angle element can be tiled directly. All types and 
sizes of tiles can be used in principle. Tiling is carried out 
using tile adhesive / flexible adhesive (Class C2).

Instructions for plastering 
Qboard® qorner

As an alternative to tiling, Qboard® qorner can also be 
plastered. When plastering, an additional, full-surface 
reinforcement weave is embedded in the top third of the 
plaster layer. We recommend using an angle bead. The 
plaster layer must be at least 3 mm thick and should not 
exceed a thickness of 15 mm. Cement plaster and lime-
cement plaster are some of the plasters that can be used. 
When using gypsum plaster, a suitable primer must be 
applied before plastering. Please observe the Installation 
Instructions issued by the respective plaster manufacturer.

The Qboard® qorner angle element is used for cladding vertically or horizontally running pipework.
It is heat-resistant up to 75°C. For better sound insulation, mineral wool can also be inserted between the angle element 
and the pipework.
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Social Media

www.myqboard.com

Please note
The information in this document is based on our current knowledge and experience.
It does not constitute any legally binding guarantee. When using this product, please always bear in mind the circumstances 
of the particular intended application, especially with regard to physical, technical, and legal construction issues.

1)  Shorten the Qboard® 
qorner to the required 
length. To do this, use a 
utility knife, handsaw, or 
an electric jigsaw.

3) Glue the Qboard® qorner 
into the corner of the wall. 
The wall surfaces must be 
clean, dry, stable, and free 
of dust and grease.

2) Qboard® qorner can be 
fixed in place using BOARD-
FIX® adhesive. Apply beads 
of Board-Fix® in a strip along 
the long edges. 

4) Optionally, Qboard® 
qorner can also be secured 
using the Qboard® fixing 
anchors (e.g., on bare 
masonry).
To do this, place the fixing 
anchors in pairs at a ma-
ximum spacing of 80 cm 
onto the angle element 
and screw them into place.


